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FeaturesTechnical details

Passage Function 		  Standard, Secure and 	
		  Welcome
Opening Controls 		  Push button, Photocell,
		  Radar, Overhead Sensor,
		  Remote Control. Customer´s 	
		  own access control system. 	
		  Gates can be linked for true 	
		  synchronization.
Signal Type		  NPN 12 Volt
Opening Time 		  Fully open gate in 1,5 	
		  seconds
Break-out Facility 		  Emergency break-out facility 	
		  with automatic re-set
Safety		  Emergency break-out with 	
		  alarm, Childsafe Ultrasonic 	
		  (optional), Six Eye safety 	
		  zone.
Adjustable Settings 		  Opening delay of gate arm, 	
		  break-out force (40–60Nm), 	
		  Safety delay, Secure delay, 	
		  Sensor adjustment
Gate Functionality 		  Left/ Right/ 180 Degree 	
		  operation (optional)
Gate Arms 		  Standard, Full depth gate 	
		  arm in 304 grade stainless 	
		  steel with clear panel 	
		  (900mm)

•	 Automatic reset function when the gate arm has been 
pushed into “anti-panic” mode.

•	 The gate has easy adjustable settings. Open and 
safety sensor delay; Alarm; Breakout force and sensor 
adjustments.

•	 Can be installed as a “stand alone” unit.
•	 Variety of safety features (child safe). Six eye safety field; 

rear ultrasonic sensor.
•	 The Stainless Steel Alphagate is Right or Left handed at 

the flick of a switch.
•	 The Stainless Steel Alphagate is finish in hard wearing 

and durable 316 grade stainless steel.

The Alphagate Stainless Steel offers a cost effective and 
versatile solution to controlling entrance/exit to any location. 
This simple, versatile design of the Alphagate Stainless 
Steel presents a secure and stylish solution that compli-
ments many locations, particularly those which experience 
high levels of pedestrian traff ic. Our Alphagate Stainless 
Steel is packed with many features that make access con-
trol more integrated and less obtrusive. It has the f lexibility 
to be integrated with a variety of control systems from a 
simple manually operated push button to more sophistica-
ted, overhead sensors or radar devices, all with the opti-
on of extra safety by an ultrasonic childsafe. Connection to 
a customer’s own bespoke control system, e.g. f ire alarm, 
computer system, etc. is also possible.

Another great feature of the Alphagate Stainless Steel is 
that it will automatically reset from the breakout position (the 
breakout force required can be varied between 40-60Nm). 
The Alphagate Stainless Steel has the option of a full depth 
arm with perspex infill panel. The Stainless Steel Alphagate 
is especially suited to leisure or corporate environments and 

is fully DDA compliant, full access to disabled users. The emergency breakout facility can set up to activate an alarm. The 
Alphagate Stainless Steel is available in single left and right hand opening modes or double interconnecting units.
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